To ensure the health and safety of all DOI building occupants, the GSA
Modernization team has had an industrial hygiene contractor (MACTEC,
Inc.) conduct air monitoring for both asbestos and lead based paint. All
air sampling results collected in occupied areas were within regulatory
guidelines (See attached MACTEC report summaries).

(See attached file: MACTEC-Nov.24-Dec.28.2007-pdf.pdf)

In addition to the routine asbestos and lead based paint air monitoring,
MACTEC also provides daily Total Volatile Organic Compound (TVOC) and
Particulate air screenings within the DOI-Main Building. These
screenings are used to monitor and help improve the engineering controls
utilized by the Modernization Contractor (Grunley). Screening results
indicated that all parameters tested were within regulatory and industry
guidelines.

Copies of all air sampling (to include all Attachments) have been
forwarded to your office.

Please contact me if you have any questions.

James Hodges, CHMM

Industrial Hygienist

GSA Safety, Environment, and Fire Protection Branch
301 7th Street, SW

Room 2080

Washington, DC 20407

(O) 202-708-5253

(C) 202-369-3059

(F) 202-708-6618

james.hodges@gsa.gov






3.0 ENGINEERING CONTROL VERIFICATION ACTIVITIES

MACTEC performed daily direct-read monitoring of nuisance dust and total volatile organic
compounds (TVOC). Daily measurements were collected in the hallways adjacent to
construction areas to confirm the effectiveness of engineering controls already in place. Smoke
tests were also performed daily at construction entrances to visually verify negative pressure
around entrance doors. In addition, MACTEC responded to occupant indoor air quality (IAQ)
complaints as requested by the Modernization Office. Weekly summary reports were provided
to GSA and the DOI Modernization Office documenting dust and TVOC sampling results.

In an effort to evaluate the demolition/renovation contractors’ compliance with the Sheet Metal
and Air Conditioning Contractors’ National Association (SMACNA) IAQ guidelines, MACTEC
performed daily walk-throughs of the construction areas on all floors. A checklist provided by
the DOI Modernization Office was used to evaluate compliance areas and provide an overall
qualitative compliance “score”.

Ambient air samples for asbestos were collected on every floor of the building during each work
day of the reporting period. All ambient air samples for asbestos were within applicable
occupancy standards.

4.0 ATTACHMENTS

The following attachments are provided for your records:

Attachment A — Ambient Air Sampling Daily Summaries
Attachment B — PCM Air Sample Data Sheets
Attachment C — Abatement Monitoring Daily Summaries
Attachment D — PCM/TEM Data Sheets

Attachment E — Lead Air Monitoring Results



